
Coil Upenders
1t-50t

Specifications

Model Capacity
(t)

Turn-over
Speed
(m/s)

Material Color
Power
Voltage

(v)

Power
(kw) Transfer Mode Working Mode

Dimension
[L(mm)*W(mm)*H(

mm)]

Flip Angle
(degree) Ratio Weight

(kg)

CU01 1 35±5% Metal AC/380 1.5 Electric Automatic 2500*1100*900 90 0.240278 1000

CU02 2 35±5% Metal AC/380 1.5 Electric Automatic \ 90 0.240278 1000

CU05 5 35±10% Metal AC/380 1.5 Double chains Semi-Automatic 2500*1400*1600 90 0.240278 3000

CU06 6 35±5% Metal AC/380 5
Separated control

box or Handle
drive-by-wire

Semi-Automatic 2700*1100*2100 90 0.240278 3500

CU08 8 35±10% Metal AC/380 5 Electric Automatic \ 90 0.240278 3000

CU10A 10 90±10% Metal AC/380 5 Electric Semi-Automatic 2500*1900*1600 90 0.240278 1000

CU10B 10 60± 10% Metal AC/380 5 Electric Automatic 2500*900*1700 90 0.240278 4000

CU10C 10 60±10% Metal AC/380 2.2 Four rollers Semi-Automatic 2700*1600*2100 90 0.240278 3000

CU15A 15 60±10% Metal AC/380 7.5 Manual switch or
Remote switch Automatic 2700*1200*2100 90 0.240278 2200

CU15B 15 80±10% Metal AC/380 3.7 Oblique & Worm
speed reducer  Remote Control 2700*1800*2100 90 0.240278 4000

CU30 30 120±10% Metal AC/380 5.5 Electric Automatic 2700*1800*2100 90 0.240278 4000

CU50 50 120±10% Carbon
Steel AC/380 3 Electric Semi Automatic 2700*2000*2100 90 0.240278 5000

As
required


