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Vacuum Tube Lifters
20kgs-300kgs
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Specifications
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VTL20 20 1750 120 2 1700%2000*2500 90 4 50 0-65
VTL25A 25 1700 1250 2 3600%2400*1700 270 5.5 60 0-65
VTL258 25 1750 100 2 3600%2400*1700 180 4 60 0-65
VTL30 30 2500 100 2 1700%2000*2500 180 4 60 0-65
VTL35A 35 1750 120 2 2700%840*1700 90 4 60 0-70
VTL358 35 1700 100 6 1700%2000*2500 270 4 50 0-70
VTL40 40 2500 120 6 1700%2000*2500 90 4 60 0-70
VTL45 45 1750 100 6 2700%840*1700 240 4 50 0-65
VTL50 50 1700 100 6 3600%2400*1700 90 5.5 50 0-65
VTL55 55 1750 140 4 2700%840*1700 90 5.5 50 0-65
VTL60 60 1700 160 4 1700%2000*2500 90 3 50 0-70
VTL65 65 1700 160 4 5000*8000*1000 90 3 50 0-65
VTL70 70 1700 160 4 3600*2400*1700 240 4 R:;ig:’en Cylinder | Manual 50 0-65
VTL8O 80 1700 180 4 3600%2400*1700 240 4 50 0-70
VTL85 85 1700 180 4 2700%840*1700 240 4 60 0-70
VTL100 100 1650 203 4 2700%840*1700 90 4 60 0-70
VTL110 110 1700 203 4 3000%2500*1000 90 3 60 0-65
VTL120A 120 1700 150 8 3600%2400*1700 90 4 60 0-65
VTL120B 120 2000 150 4 3000%2500*1000 90 3 60 0-65
VTL140 140 1750 235 4 3000%2500*1000 90 3 60 0-65
VTL150 150 1750 180 4 2700%840*1700 270 5.5 60 0-70
VTL180 180 1630 200 4 2700%840*1700 180 5.5 50 0-65
VTL200 200 1630 220 4 2700%840*1700 180 5.5 50 0-70
VTL250 250 1630 203 8 3500%3000*1000 270 5.5 60 0-70
VTL300 300 1700 203 8 3500%3000*1000 270 4 50 0-70




